
 
 

Tender No. 7 of 2026 - 2027 
 

OFFICE OF THE SUPERINTENDING ENGINEER 
PUBLIC HEALTH ENGINEERING DEPARTMENT 

RURAL WATSAN CIRCLE 
 

TENDER DOCUMENT FOR SURVEY, DESIGN, 

SUPPLY, INSTALLATION, TESTING & COMMISSIONING OF SOLAR PUMPING 

SYSTEM AND ITS ASSOCIATED COMPONENTS ALL COMPLETE WITH 5 YEARS   

OPERATION AND MAINTENANCE  

FOR  

HUALTU W.S.S (TAWI DAM SOLAR PUMPING UNDER SASCI PART-IX) 

 
 
 
 
 
 
 
 
 
 
 
 

Tender Amount  Rs 1,40,07,618.00 

Earnest Money Rs 2,80,160.00 

Last Date of Sale of Tender   13.10.2026 upto 12:00 Hrs. 

Last Date of Submission of Tender 22.10.2026 upto 12.00 Hrs. 

Date of Opening 22.10.2026 at 13:00 Hrs 

Cost of Tender Document Rs 1,000.00 

Time Allowed for Execution of Work 12 months 
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PRESS NOTICE  INVITING TENDER  
 

The Superintending Engineer, PHED, Rural WATSAN Circle, Aizawl, on behalf of the Governor of 
Mizoram invites two bids envelope system with sealed item rate tender in prescribed form affixing Court Fee 
Stamp worth not less than Rs. 7.5/- (non-refundable) for non-tribal and up-to-date House Tax Payee Certificate for 
tribal from reputed Contractors experienced in similar type of works. The tender will be received in the office of 
the undersigned up to 12:00 hours on 22.10.2026. The tender so received will be opened on 22-10-2026 at 13:00 
hours in presence of the intending tenderer or his authorized representative.  If for any unforeseen reason, the 
tenders could not be received & opened on the stipulated date & time, the same will be received and opened in the 
next working day at the same time for which no separate communication will be made. 

NIT 
No. 

Name of work  
Tendered 

Amount (Rs) 

Earnest 
Money 

(Rs) 

Time of 
Completion 

Cost of 
Tender. 
(in Rs) 

Eligible 
class of 

contractor 

7 of 
2026 -
2027 

Survey, design, supply, 
installation, testing & 
commissioning of solar 
pumping system and its 
associated components all 
complete with 5 years free 
service maintenance for 
Hualtu W.S.S (Tawi dam 
solar pumping under 
SASCI Part-IX)  

1,40,07,618/- 2,80,160/- 12 Months 1,000/- 

 
 

PHED 
Contractor
Class-IV 
and above 
    

 

Detailed tender document may be obtained from the office of the undersigned on any 
working day on payment of tender cost as mentioned above (non -refundable) without which, the tender 
shall summarily be rejected. The undersigned reserves the right to reject any or all of the tenders without 
assigning any reason thereof. The same may also be downloaded from PHED’s website at 
www.phed.mizoram.gov.in. If the documents are downloaded from the website, the cost of tender 
document shall be included in a separate envelope in the Technical Bid.    
              
                                                                                    Sd/- (NETRALAL JAISI) 

Superintending Engineer, PHED 
Rural WATSAN Circle, Aizawl. 

Memo No.T.2000/1/NIT/2022/SE(RWC)PHE/28 :              Dated Aizawl, the 6th October, 2026. 
Copy to- 

1. PS to Hon’ble Minister, PHED, Mizoram for favour of your kind information. 
2. The Secretary (PHED), Govt. of Mizoram for favour of kind information. 
3. The Engineer-in-Chief (PHED), for favour of kind information. 
4. The Chief Engineer, Zone-I (PHED), for favour of kind information. 
5. The Director, Information and Public Relation Department, Govt. of Mizoram for 

information and necessary action with a request to publish the tender notice in two issues of 
local newspaper. 

6. The System Analyst, PHED for information and upload of tender notice and documents to 
PHED’s website. 

7. The Executive Engineer, PHED, Serchhip WATSAN Division, Serchhip for information. 
8. Concerned file. 
9. Office notice board.  

  
Superintending Engineer, PHED 
Rural WATSAN Circle, Aizawl. 
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NOTICE INVITING TENDER 
 

 

Tender is invited on behalf of Governor of Mizoram from reputed registered Contractors for the work: 
Survey, design, supply, installation, testing & commissioning of solar pumping system and its associated 
components all complete with 5 years free operation and maintenance for Hualtu W.S.S (Tawi dam Solar 
Pumping under SASCI Part-IX).  

1. The enlistment of Contractor should be valid on the last date of sale of tender.  
In case the last date of sale of tender is extended, the enlistment of Contractor should be valid 
on the original date of sale of tender.  

a. The work is estimated to cost Rs. 1,40,07,618/- inclusive of all taxes. 
b. Tender will be issued to Contractors registered under MPHED with definite proof from 

appropriate authority. Standing order for eligibility of different classes of Contractor 
corresponding on the tendered amount will be followed.  
 

2. Tender document consisting of plans, specifications, schedule of quantities of the various 
classes of work to be done and the set of terms & conditions may be seen in the office of the 
Superintending Engineer PHED, Rural WATSAN Circle, Aizawl, between hours of 10:30 AM & 
03:00 PM every day from 07.10.2026 except on Saturday, Sunday and public holidays. 
 

3. Tender document, excluding standard form, will be issued from this Office, during the hours 
specified above, on payment of Rs. 1,000/- (Rupees one thousand only) in cash. 
 

4. Receipt of application for issue of forms shall be stopped by 12:00 Hrs on 13.10.2026. Receipt of 
tender shall be stopped by 12:00 Hrs on 22.10.2026. 
 

5. Tender must be accompanied with Earnest money of Rs 2,80,160/- in the form of bank guarantee/ 
fixed deposit receipt or demand draft of a scheduled bank in Mizoram issued in favour of the 
Superintending Engineer, PHED, Rural WATSAN Circle, Aizawl. The Tender document along 
with supporting documents and designs shall be placed in one sealed envelope marked ‘Technical 
Bid’. Another sealed envelope marked ‘Financial Bid’ shall contain only proforma of schedules 
(Schedule A). Both the envelopes with Earnest Money shall be submitted together in another sealed 
envelope with the tender no. & date, tender name and due date of opening written on it. Tender no. 
& date and tender name should be written on all envelopes.  
 

6. ELIGIBILITY cum TECHNICAL BID shall comprise of the following: 
 

i) Contractor Registration 
ii) House tax payee certificate/court fee stamp 
iii) Earnest money 
iv) GST registration 
v) Work experience certificate 
vi) Proof of Financial eligibility  
vii) Proof of purchase of tender document 
viii) Authorise dealer/manufacturer certificate 
ix) List of staff 
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x) Site visit certificate 
xi) Design of Solar pumping system 
xii) Qualification information in prescribed forms and supporting documents 
xiii) Bid security declaration 
xiv) Integrity declaration 
xv) Certificate of understanding 
xvi) Designs, structural drawings and charts, etc as necessary to comply with requirements. 

 

FINANCIAL BID shall comprise of the following: 

i) Schedule of quantity (Schedule A) 
 

7. Bidder shall have to submit copies of GST registration number issued by the appropriate authority. 
 

8. The bid of tenderer having an experience of design, supply, installation and commissioning of at 
least one similar work of not less than 50% of static head prescribed in the tender with the 
discharge of not less than 50% of daily demand prescribed in the tender for a single project under 
government scheme will be considered as eligible for opening of financial bid. 
 

9. Financial eligibility criteria for tenderer should be:-  Average annual financial turnover on 
construction works should be at least 50% of estimated cost put to tender during the immediate 
last three consecutive financial years. 
 

10. No tender will be considered for acceptance unless tender document is duly purchased by the 
intending tenderer. A copy of the receipt for the money deposited against purchase of tender 
document shall have to be submitted along with the tender as a proof of purchasing the same. If 
the document is downloaded from the website, the cost of tender documents may be included in a 
separate envelope in the technical bid. 
 

11. Tenderers who are not the manufacturer or authorised dealer shall produce support letter from the 
manufacturer or authorised dealer in regard to supply, installation, testing and commissioning. 
 

12. List of staff and their educational qualifications (with attested copy) of those who are proposed to be 
engaged for the work and after sale service shall be submitted along with the tender, failing which, the 
tender may be termed as invalid. 
 

13. Tenderer must visit the proposed project site to conduct thorough site survey and techno-
economic feasibility studies of the project on his own expenses. The tenderer shall also obtain a 
site visit certificate from the concerned JE which will be verified by SDO, Serchhip WATSAN 
Sub-Division, Aizawl, and shall be submitted in original along with the tender. The site visit 
certificate shall be accompanied by self-photographs of the visitor at each proposed solar 
power plant along with Lat-Long of proposed site printed on the photographs. Tenders 
submitted without the site visit certificate shall be summarily rejected. The department shall 
scrutinize thoroughly each design of all tenderers and shall only consider the tenderer(s) whose 
design is/are found to be technically and economically feasible under the condition of Mizoram. 
 

14. The system must be designed and planned using computer based tools that can closely model the 
irradiation, rainfall pattern, power generation from solar array, typical pump performance by 
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considering Lat-Long of proposed solar power plant. Planning and design should be done 
showing monthly water output in line with water requirement. Due to the complex nature and 
multiple variables involved in calculating solar plant performance for every hour of the year, it is 
deemed unrealistic to be able to do this without the use of proven computer-based modelling 
tools. The discharge/day must be of the following requirements: 

a. Average daily water delivery within a year in m3/day 
b. Average daily discharge of leanest month shall meet ultimate daily requirement  
c. Water delivery pattern of a whole year in m3 

15. The tenderer must submit the design in binding clearly showing all the design parameters for 
each stage. The check list will be: 

i. Motor & pump efficiency (%) 
ii. Rated power of pump set (KW) 

iii. SPV efficiency (%) considered 
iv. Size of solar power plant (KWp) 
v. Flow rate (m3/ hour) at duty head (Required discharge shall be achieved at duty head) 

vi. Dynamic head (m) 
vii. Total head (m) 

viii. Head loss (m) 
ix. Speed of motor (rpm) 

 
Note: Hazen-Williams or Darcy-Weisbach formula may be used in calculation.     

 The following must also be included: 
i. Irradiation data considered for the proposed solar power plant 

ii. Table showing average daily discharge for each month for the whole year  
iii. Energy output with respect to rainfall throughout the year 
iv. Data sheets/ customized pump characteristics 

16. The system must have double dry run protection to protect the system in event of low water 
levels. The dry run protection must be of modular design, exchangeable and preferably a float 
mechanism. 

17. The system must have remote monitoring system for enhancing accountability of technical 
parameters. Size of power cable proposed shall be furnished.  

18. The terms, conditions and specifications mentioned in tender document shall be binding on 
tenderer and no condition or stipulation contrary to the conditions shall be acceptable. It may 
please be noted that the tenderer who do not accept terms and conditions stipulated in this tender 
document, their offers shall be liable to be rejected without assigning any reason whatsoever. 
Tenderer should sign in each and every numbered page (i.e. blank pages need not be signed) 
as a token of acceptance of each and every terms of the tender document. The pages of the 
tender should be submitted in proper way in an organized manner. 
 

19. Any bid quoting a rate above or below the permissible limit prescribed under Government 
notification no. H.11021/1/2024-FEC dated 15.07.2024 shall be treated as non-responsive and 
summarily rejected. In the event that two or more responsive bidders quote the same lowest rate 
(L1), the selection of successful bidder shall be strictly in accordance with the procedure 
prescribed by Finance department, Government of Mizoram vide Notification no. G-
21/159/2026-EC-FD dated 19.08.2026, as amended from time to time.  
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20. The bidder whose tender is accepted will be required to furnish performance guarantee of 

5% (five percent) of the bid amount within 10 days from issue of Letter of Intent. This 
guarantee shall be in the form of deposit at call receipt/ demand draft/ government securities/ 
fixed deposit receipts/ bank guarantee bonds of any scheduled bank in Mizoram. In case the 
selected bidder fails to deposit the said performance guarantee within the period as indicated, the 
contract shall be liable to be terminated. 
 

21. Canvassing whether directly or indirectly, in connection with tenderer is strictly prohibited and 
the tender submitted by the contractor who resort to canvassing will be liable to rejection. 
 

22. The tenderer shall not be permitted to tender for works in the Circle/ Division responsible for 
award and execution of contracts, in which his near relative is posted as Accounts Officer or as 
an officer in any capacity between the grades of Superintending Engineer and Junior Engineer 
(both inclusive) in this circle. For this purpose, a near relative means wife, husband, parents, 
grand parent, children, grandchildren, brother, sister, uncles, aunty, first cousin and their 
corresponding in-laws. He shall also intimate the names of persons who are working with him in 
any capacity or are subsequently employed by him and who are near relatives to any gazetted 
officer in the department. Any breach of this condition by the contractor would render him liable 
to be removed from the approved list of contractors of this department. 
 

23. No engineer of gazetted rank or other gazetted officer employed in engineering or administrative 
duties in the department is allowed to work as a contractor for a period of one year after his 
retirement from government service without the previous permission of the Government of 
Mizoram in writing. Engagement of any such official shall render the bid as invalid. 
 

24. The tender document along with latest CPWD Form 8 shall form part of the document. However, 
applicability of clauses of CPWD Form 8 listed at General Rules and Directions of this NIT may 
be referred, if any contradiction arises between any clause of this NIT and clauses in CPWD 
Form 8, clauses in NIT supersede clauses in CPWD Form 8. If any clause of this NIT is not 
mentioned clearly, then CPWD Works Manual will be referred and applied. 
 

25. The Government shall deduct CESS & GST, etc as admissible on the value of work done from 
each bill of the contractor as per prevailing government instruction/orders. In lieu, the department 
shall issue a certificate of deduction of the tax at source to the contractor.  
 

26. Defect liability period of the contract for Civil Works shall be 12 (twelve) months from the date 
of commissioning/completion of the Project. Any defect noticed in the system/construction 
during this period shall have to be rectified by the contractor at his/ their own cost and risk. 
Complete Solar Pumping System, including pumpsets, SPV modules, motors, controller and 
associated equipment, shall have a minimum 1-year comprehensive warranty against 
manufacturing, design, material, installation and workmanship defects. Any parts replaced during 
this period should be borned by the contractor. 

 Comprehensive Operation and Maintenance: 

 The contractor shall provide 5 years comprehensive maintenance of the solar photovoltaic water 
pumping system set, which shall include corrective maintenance as well as routine service visits 
during guarantee period. The bidder shall rectify defects developed in the system as specified 
above. 
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 Apart from monitoring and regular periodical maintenance, inspection of system has to be done 
quarterly basis during the period specified above. Maintenance report has to be maintained in a 
prescribed table format in a register maintained at the site which should contain month, 
inspection date, action taken against the defects found in the system and remarks of the 
representative of the department not below the rank of Junior Engineer or representative of 
VWSC along with signatures of both parties. 
 

27. During the period of Operation and Maintenance, the Contractor shall give training on operation 
and maintenance to VWSC/Department who will be responsible for operation and maintenance 
of the system after expiry of maintenance period. After completion of 5 years operation and 
maintenance period, tripartite agreement shall be signed at the time of handing over. 
 

28. The Public Health Engineering Department, Govt. of Mizoram reserves the right to reject or 
accept any or all tenders wholly or partly with proper reason on the ground considered 
advantageous to the department whether it is the lowest tender or not. 
 

29. The Public Health Engineer Department, Govt. of Mizoram takes no responsibility for delay, loss 
or non-receipt of tenders sent by post. Unsealed tenders shall not be considered for acceptance. 
 

30. The tender document shall remain the property of the Public Health Engineering Department, and 
if obtained by one intending tenderer, shall not be used by any other tenderer. 
 

31. The tender shall be completely filled in all respects and shall be tendered together with requisite 
information. Any tender incomplete in any particular shall be liable to be rejected. 
 

32. The tendering authority reserves the right to select any qualified bidder for the tendered work 
given there is sufficient evidence that it is in the best interest of the quality of work.  
 

33. Sub-letting of the works through sub-contract without the prior approval of the department will 
not be allowed. Prior permission in writing should be taken from the engineer-in-charge. 

34. Successful tenderer shall be responsible for providing, arranging and maintaining all materials, 
tools & plants, water, electricity access, facilities, etc at his own cost for workers and all other 
services required for executing the work unless otherwise specifically provided for in the contract 
documents. Before supplying the machineries, successful tenderer must submit test report. 

35. The date of starting the work will be 15 days from the date of signing agreement. Contract 
agreement shall be signed within 10 days from issue of LOI. The successful tenderer have to 
submit details diagrams and specifications of solar pumping system, detailed working estimate 
and structural drawings of civil works within 10 days from the date of issue of LOI, which must 
be approved by Engineer-in-charge, PHED. This will form part of the contract agreement.  

36. Contract agreement should be framed as per NIT clause and conditions. All tender document 
should form part of the contract agreement. If there are varying or conflicting provisions made in 
any one document forming part of the contract, the tender accepting authority shall be the deciding 
authority with regard to the intension of the document, order of precedence and his decision shall 
be final and binding on the contractor. 

37. Handing over of the system to the department/VWSC only after: 
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 Testing and trial of the installed system 

 Operator training on repair and maintenance of the system 

 Handing over of warranty papers to the department/VWSC 

 Handing over of operation and maintenance manual/document to the department/VWSC 

 Completion report along with complete drawing to the department/VWSC 
 

38. The successful tenderer should submit detailed technical diagrams and specifications of solar 
pumping system within 1 (one) month after commissioning of the system. 
 

39. Tenderer has to read all terms and conditions of this tender documents carefully. Tenderer 
has to accept and comply with all terms and conditions of this tender. Overwriting in the 
proforma of schedules is not acceptable and corrections, if any should be initialled and 
dated by the tenderer. 
 
 
 
 
 
 
 

            (NETRALAL JAISI) 
Superintending Engineer, PHED 
Rural WATSAN Circle, Aizawl. 
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PURCHASE RECEIPT OF TENDER DOCUMENT 

 
 
 
 
 
 

Tender & contract for work 

 
 
(A) Tender No : 7 of 2026 - 2027 

 
(B) For the work of Survey, design, supply, installation, testing & commissioning of solar 

pumping system and its associated components all complete with 5 years free service 

maintenance for Hualtu W.S.S (Tawi dam Solar Pumping under SASCI Part-IX).  

 
(C) To be submitted latest by 12:00 hours on 22.10.2026  

 (D) To be opened at 13:00 hours on 22.10.2026 

 

 

 

Issued   to: ………………………………………..………………………………………………………….. 
 
    ……………………………………………………………………………………………………... 
 
 
 
 
 
Signature of officer issuing the document ………………………… 
 
 
Designation: ............................................................................... 

 

Date of Issue:  ………………… 
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DECLARATION OF TENDERER 

 
 

I/We have read and examined the notice inviting tender & its clauses  of  contract, general conditions  of  
contract, general  rules  and  directions, special conditions for contractor’s own design, general 
specifications, scope of works, detailed specification of works, bill of quantities, schedule of quantities, 
qualification information and all other contents in the tender document for the work. 
 
I/We hereby tender for the execution of the work specified for the Governor of Mizoram within the time 
specified and in accordance to all respect with the instructions in general conditions of  contract, general  
rules  and  directions, special conditions for contractor’s own design and general specifications. 

I/We agree to keep the tender open for ninety (90) days from the due date of its opening and not to make 
any modification in its terms and conditions. 
 
A sum of Rs. 2,80,160/- is hereby forwarded as earnest money in the form of bank guarantee/ fixed 
deposit receipt or demand draft of a scheduled bank in Mizoram. I/We agree to furnish the prescribed 
performance guarantee within prescribed period, failing which the department have the right to black 
list me/us and will not bid any contract under Public Health Engineering Department for a period of 2 
(years). Further, if i/we fail to commence work as specified, i/we agree without prejudice to any other 
right or remedy available in law that the said performance guarantee shall be forfeited for the property of 
the Government of Mizoram. 
 

I/We hereby declare that i/we shall treat the tender document, drawings and other records connected with 
the work as  secret/confidential  documents  and  shall  not  communicate  information/derived  there to  
any person other than a person to whom i/we am/are authorized to communicate the same or use the 
information in any manner prejudicial to the safety of the State. 
 

 

Dated: 

 

 
 

Witness                                                                                      Tenderer 
 
Signature:                                                                                    Signature: 
 
Name :                                                                                         Name: 
 
Postal address:                                                                            Postal Address: 
 
Mobile number:                                                                          Mobile number: 
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GENERAL CONDITIONS OF CONTRACT 
 

1. Signing of 
contract  

Successful tenderer/contractor, on acceptance of his tender by the accepting 
authority, shall, within 10 days from the date of issue of letter of intent, sign 
contract agreement. 

2. Performance 
guarantee 

i Contractor shall submit an irrevocable performance guarantee of 5% (five 

percent) of his bid amount within 10 (ten) days from the date of issue of LOI. 

 ii The performance guarantee shall be valid up to the stipulated date of 
completion plus 60 days beyond that. 

 iv In the event of the contract being terminated or rescinded, the performance 
guarantee shall stand forfeited in full and shall be absolutely at the disposal 
of the Governor of Mizoram. 

3. Recovery of 
security deposit 

An amount of 2.5% of the gross amount of each bill shall be deducted as a security 
deposit. This amount shall be released after completion of maintenance period. 

4. Compensation 
for delay 

(i)  For delay of work, the contractor shall pay compensation to the government 
@ 1.5% per month not exceeding 10% of the tendered value of work or of the 
tendered value of the item or group of completed items of work. 

(ii) The amount of compensation may be adjusted or set-off against any sum 
payable to the contractor under this or any other contract with the 
Government.  

5. Time and 
extension  

Time allowed for execution of the work or extended time as specified shall be the 
essence of the contract 
 
 

 
6. Terms and 
conditions of 
payment 

 
1. Payment will be made to the contractor in time on submission of bills based on 

progress of the work subject to availability of fund. 
2. The contractor shall be at liberty to submit bills for payment every month 

during the construction period. While payment of such bills, an amount of 2.5% 
of the gross amount of each bill shall be deducted as a security deposit.  
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7. Materials to be 
provided by the 
contractor 

The contractor shall, at his own expense, provide all materials, required for the 
works other than those which are stipulated to be supplied by the government.  

The contractor shall, at his own expense and without delay; supply to the engineer-
in-charge samples of materials to be used on the work and shall get these approved 
in advance. All such materials to be provided by the contractor shall be in 
conformity with the specifications laid down or referred to in the contract. The 
contractor shall, if requested by the engineer-in-charge furnish proof, to the 
satisfaction of the engineer-in-charge that the materials so comply. The engineer-
in-charge shall within thirty days of supply of samples or within such further 
period as he may require intimate to the contractor in writing whether samples  
are approved by him or not. If samples are not approved, the contractor shall 
forthwith arrange to supply to the engineer-in-charge for his approval, fresh 
samples complying with the specifications laid down in the contract. When 
materials are required to be tested in accordance with specifications, approval of the 
engineer-in-charge shall be issued after the test results are received. 

The contractor shall at his risk and cost submit the samples of materials to be 
tested or analyzed and shall not make use of or incorporate in the work any 
materials represented by the samples until the required tests or analysis have been 
made and materials finally accepted by the engineer-in-charge. The contractor 
shall not be eligible for any claim or compensation either arising out of any delay 
in the work or due to any corrective measures required to be taken on account of 
and as a result of testing of materials. 

The contractor shall, at his risk and cost, make all arrangements and shall provide 
all facilities as the engineer-in-charge may require for collecting, and preparing 
the required number of samples for such tests at such time and to such place or 
places as may be directed by the engineer-in-charge and bear all charges and cost 
of testing unless specifically provided for otherwise elsewhere in the contract or 
specifications. The engineer-in-charge or his authorized representative shall at all 
times have access to the works and to all workshops and places where work is 
being prepared or from where materials, manufactured articles or machinery are   
being obtained for the works and the contractor shall afford every facility and every 
assistance in obtaining the right to such access. 

The engineer-in-charge shall have full powers to require the removal from the 
premises of all materials which in his opinion are not in accordance with the 
specifications and in case of default, the engineer-in-charge shall be at liberty to 
employ at the expense of the contractor, other persons to remove the same without 
being answerable or accountable for any loss or damage that may happen or arise 
to such materials. The engineer-in-charge shall also have full powers to require 
other proper materials to be substituted thereof and in case of default, the engineer-
in-charge may cause the same to be supplied and all costs which may attend such 
removal and substitution shall be borne by the contractor. The contractor shall, at 
his own expense, provide a material testing lab at the site for conducting routine 
field tests. The lab shall be equipped at least with testing equipments.  
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8. Mobilization 
advance 

Mobilization advance of 10% of the contract value at 10% per annum simple 
interest shall be given to the contractor if applied for in writing. 

9. Work to be 
executed in 
accordance with 
specifications, 
drawings, orders, 
etc. 

The contractor shall execute the whole and every part of the work in the most 
substantial and workmanlike manner both as regards materials and otherwise in 
every respect in strict accordance with the specifications.  The  contractor  shall  
also  conform  exactly,  fully  and faithfully to the design, drawings and 
instructions in writing in respect of the work signed by the engineer-in-charge and 
the contractor shall be furnished free of charge one copy of the contract documents 
together with specifications, designs, drawings and instructions as are not included 

in the standard specifications of Central Public Works Department or in any 

Bureau of Indian Standard or any other, published standard or code or schedule of 
rates or any other printed publication referred to elsewhere in the contract.  

The  contractor  shall  comply  with  the  provisions  of  the  contract  and  with  the  
care  and diligence execute and maintain the works and provide all labor and 
materials, tools and plants including for measurements and supervision of all 
works, structural plans and other things of temporary or permanent nature required 
for such execution and maintenance in so far  as  the  necessity  for  providing  
these,  is  specified  or  is  reasonably  inferred  from  the contract. The contractor 
shall take full responsibility for adequacy, suitability and safety of all the works 
and methods of construction. 

10. Foreclosure of 
contract due to 
abandonment or 
reduction in scope 
of work 

If at any time after acceptance of the tender, government shall decide to abandon 
or reduce the scope of the works for any reason whatsoever and hence not require 
the whole or any part of the works to be carried out, the engineer-in-charge shall 
give notice in writing to that effect to the contractor and the contractor shall act 
accordingly in the matter. The contractor shall have no claim to any payment of 

compensation or otherwise whatsoever, on account ofany profit or advantage 

which he might have derived from the execution of the works in full but which he 
did not derive in consequence of the foreclosure of the whole or part of the 
works. 

The contractor shall be paid at contract rates, full amount for works executed at 
site. 

11. Suspension of 
work 

(i)     The contractor shall, on receipt of the order in writing of the engineer-in-
charge, (whose decision shall be final and binding on the contractor) suspend the 
progress of   the works or any part thereof for such time and in such manner as 
the engineer-in-charge may consider necessary so as not to cause any damage or 
injury to the work already done or endanger the safety thereof:  
The contractor shall, during such suspension, properly protect and secure the works 
to the extent necessary and carry out the instructions given in that behalf by the 
engineer-in-charge.  

12. Compensation 
in case of delay of 
supply of material 
by government. 

The contractor shall not be entitled to claim any compensation from government for 
the loss suffered by him on account of delay by government in the supply of 
materials where such delay is covered by the difficulties relating to the supply of 
wagons, force majeure or any reasonable cause beyond the control of the 
government. 

This will not be applicable for works where no material is stipulated. 
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13. Action in case 
work not done as 
per specifications 

All works under or in course of execution or executed in pursuance of the contract, 
shall at all  times  be open and accessible to the inspection and  supervision of  the  
engineer-in-charge,  his  authorized  subordinates  in  charge  of  the  work  and  all  
the  superior officers, officers of the quality assurance unit of the department or any 

organization engaged by the department for quality assurance and of the Chief 

Technical Examiner’s office, and the contractor shall, at all times, during the usual 
working hours and at all other times at which reasonable notice of the visit of 
during the usual working hours and at all other times at which reasonable notice 
of the visit of such officers has been given to the contractor, either himself  be  
present  to  receive  orders  and  instructions  or  have  a  responsible  agent  duly 
accredited in writing, present for that purpose. Orders given to the contractor’s 
agent shall be considered to have the same force as if they had been given to the 
contractor himself.  

14. Contractor 
liable for injuries, 
damages, defects  

If the contractor or his working people, equipments or machineries cause  injury to 
human/animals or break, deface, destroy any property or cause any damage to any 
item of the work, from any cause whatever or if  any defect or other faults  appear in  
the work, the contractor shall upon receipt of a notice in writing on that behalf 
make the same good at his own expense. 

15. Contractor to 
supply tools & 
plants etc. 

The contractor shall provide at his own cost all materials, machinery, tools & 
plants required for work execution and maintenance. 

16. Labor laws to 
be complied by the 
contractor 

(i)  The contractor shall obtain a valid license under the Contract Labour (R&A) 
Act, 1970, and the Contract Labour (Regulation and Abolition) Central Rules, 
1971, before the commencement of the work, and continue to have a valid 
license until the completion of the work. The contractor shall also abide by the 
provisions of the Child Labour (Prohibition and Regulation) Act, 1986. 

The contractor shall also comply with the provisions of the building and other 
Construction Workers (Regulation of Employment & Conditions of Service) 
Act, 1996 and the building and other Construction Workers Welfare Cess Act, 
1996. 

Any failure to fulfill  these  requirements  shall  attract  the  penal  provisions  of  
this  contract arising out of the resultant non-execution of the work. 

(ii) No labour below the age of eighteen years shall be employed on the work. 

(iii)The engineer-in-charge may require the contractor to dismiss or remove from 
the site of the work  any  person  or  persons  in  the  contractors’  employ  
upon  the  work  who  may  be incompetent  or  misconduct  himself  and  the  
contractor  shall  forthwith  comply  with  such requirements. In respect of 
maintenance/ repair or renovation works etc. where the labour have an easy 
access to the individual houses, the contractor shall issue identity cards to the 
laborers, whether temporary or permanent and he shall be responsible for any 
untoward action on the part of such labour.  AE/JE will display a list of 
contractors working in the colony/Blocks on the notice board in the colony and 
also at the service centre, to apprise the residents about the same.  
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17.  Work to be 
executed as per the 
approval of 
engineer-in-charge 

All works to be executed under the contract shall be executed under the direction and 
subject to the approval of the engineer-in-charge who shall be entitled to direct 
at what point or points and in what manner they are to be commenced, and from 
time to time carried on. 

18. Settlement of 
disputes & 
arbitration 

All questions and disputes relating to the meaning of the specifications, design, 
drawings and instructions here-in before mentioned and  as  to  the  quality of  

workmanship  or  materials  used on the work or as to any other question, claim, 

right, matter or thing whatsoever in any way arising out of or relating to the 
contract,   designs,   drawings,   specifications,   estimates,   instructions,   orders   
or   these conditions or otherwise concerning the works or the execution or failure 
to execute the same whether  arising  during  the  progress  of  the  work  or  after  
the  cancellation,  termination, completion or abandonment thereof shall be dealt 
by a Dispute Redressal Committee duly constitute by the State Government:  

19. Levy /taxes 
payable by 
contractor 

(i)  Sales tax/VAT/ GST, etc. Building and other Construction Workers Welfare 
Cess or any other tax or Cess in respect of this contract shall be payable by the 
contractor and government shall not entertain any claim whatsoever in this 
respect.  

20. Termination of 
contract on death 
of contractor 

Without prejudice to any of the rights or remedies under this contract, if the 
contractor dies, the divisional officer on behalf of the Governor of Mizoram shall 
have the option of terminating the contract without compensation to the contractor. 
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GENERAL RULES AND DIRECTIONS 

 

Officer inviting Tender: 
Superintending Engineer, PHED 
Rural WATSAN Circle, Aizawl 

 
Definitions: 

2(v) Engineer-in-charge Executive Engineer, PHED 
Serchhip WATSAN Division. 

or 
Concerned Sub-Divisional Officer 

2(viii) Accepting authority Chief Engineer Zone - I, PHED. Mizoram 

2(xi) Standard schedule of rate MPWD/PHED Schedule of Rates 
2(xii) Department PHE Department 

9(ii) Latest standard CPWD Contract Form GCC Applicability of the Clauses under CPWD 
Form 8 for this particular tender are listed 

below 
 
 
 
 
Clause 1: 

1 Time allowed for submission of  performance 
guarantee from the date of issue of letter of intent: 10 Days 

2 Maximum allowable extension beyond the period 
provided in (1) above 

 
5 Days 

Clause 1(A): 
I Security deposit 2.5% of the tendered amount 

 
Clause 2: 

I Authority   for   fixing   compensation under clause 2: SE 

 
Clause 2A (Incentive for early completion): 

i Whether Clause 2A shall be applicable No 

 
Clause 3& 3A (When contract can be terminated)                     : Applicable. 
 
Clause 4 (Contractor liable to pay compensation even if action not taken under Clause3) : Applicable. 
 

i Number of days from the date of issue of letter of intent 
for reckoning date of start: 

25 Days 

ii Milestone(s) as per table given below:- 

Sl. 
No 

Description of milestone (Physical) 
 

Time allowed in 
days for execution of 
work (from date of 
start) 

Amount to be withheld in 
case of non-achievement 
of milestones 

 
No description of milestone (Physical) in The 
DPR 

As before column Penalty clause applicable 
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Clause 5 (Time and extension for delay): 
 
Clause 6, 6A (Measurements of work done)                                           :  Clause applicable  
 

 
Clause 7 (Payment on inter to intermediate certificate to be regarded as advances) : Not applicable 
Gross work to be done together with net payment /adjustment of 
advances for material collected, if any, since the last such 
payment for being eligible to interim payment: 

 
Rs……. 

 
Clause 8, 8A and 8B (Completion Certificate and Completion Plans)              : Applicable 
 
Clause 9 (Payment of bill): Payment will be made depending on the availability of fund and no other 
claims shall be made by the contractor. Interest shall not be claimed by the contractor if payment is not 
made due to unavailability of fund. 
 
Clause 10A (Materials to be provided by contractor) : All materials will be provided by the contractor at 
his own expense. 
List of testing equipment to be provided by the contractor at site lab (Contractor may list down all 
testing equipments). 
1  2  3  
4  5  6  

 
Clause 10B(ii): Mobilization advance:  Applicable if the contractor  made a request in writing provided 
fund is available. 

 
Clause 10C:Payment on account of increase in price/wages due to statutory orders   : Not applicable. 
 
Clause 10CA: Payment due to variation in prices of materials after receipt of tender : Not applicable 
 
Clause 10CC: Payment due to increase/decrease in prices/wages                               :  Not applicable 
 
Clause 10D: Dismantled materials Govt. property                                                       :  Applicable. 
 
Clause 11:Applicable, all specification and appropriate latest IS Code and CPHEEO Manual will be 
followed for each item. 

 
Clause 12: Deviation on extra items, substituted items, quantities etc.                         : Applicable 
 
Clause 13: Foreclosure of contract due to abandonment or reduction in scope of work :  Applicable 
 
Clause 14: Carrying out part work at risk & cost of contractor                                     :  Applicable 
 
Clause 15: Suspension of work                                                                                       :  Applicable 
 
Clause 16: Action in case work not done as per specifications                                     : Applicable 
 
Clause 17: Contractor liable for damages, defects during maintenance period          : Applicable 

 “NIL” “ NIL” as per clause-2 of CPWD 
Form-8.    

iii Time allowed for execution of work:: 12 Months 
iv Authority   to   decide: 

 (i)      Extension of time:  As per CPWD Works Manual 
 (ii)  Rescheduling of mile stones:  SE  i/c 
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Clause 18: Contractor to supply tools and plants : 
 
Mandatory machinery, tools & plants to be owned or leased by the contractor. Contractor has to list 
down the items with quantity, owned or leased and related documents must be furnished.  

 
 

Clause 18A & 18 B                                                                                               : Applicable 
 

Clause 19 (Labour Laws to be complied by the contractor)                                : Applicable 
 
Clause 20 (Minimum Wages Act to be complied with)                                        : Applicable 
 
Clause 21(Works not to be sublet. Action in case of insolvency)                       : Applicable 
Clause 22: Applicable 
 
Clause 23 (Changes in firm’s constitution to be intimated)                                 : Applicable 
 
Clause 24                                                                                                               : Applicable 
 
 
Clause 25: (Settlement of disputes & arbitration)                                                : Applicable 
 

Constitution   of   Dispute  Redressal Committee 
(DRC) 

Competent   authority   to   appoint 

As per provisions of CPWD Works Manual. Secretary to the Govt. of Mizoram, PHE Department.    

 
Clause 26: (Contractor to indemnify Govt. against patent rights)                       : Applicable 
 
Clause 27: (Lumpsum provisions in tender)                                                       : Applicable 
 
Clause 27: (Lumpsum provisions in tender)                                                       : Applicable 
 
Clause 28: (Action where no specifications are specified)                               : Applicable 
 
Clause 29 & 29A: (Withholding and lien in respect of sum due from contractor) : Applicable 
 
Clause 31, 31A & 32: (Water supply)                                                               : Applicable 
 
Clause 33: (Return of surplus materials)                                                          : Applicable 
 
Clause 34: (Hire of plant & machinery)                                                            : Applicable 
 
Clause 35: (Condition relating to use of asphaltic materials)                           : Applicable 
Clause 36 (i): These are minimum requirement. If available, in addition to this may also be mentioned. 
 

Sl 
No 

Minimum qualification of 
technical representative Discipline Number 

1 Graduate engineer Civil 1 

2 Graduate engineer Electrical 1 

3 Diploma engineer Civil 1 

4 Diploma engineer Electrical 1 
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Note: A retired assistant engineer from government service holding diploma will be 
treated at par with graduate engineers. 
 
Clause 37: (Levy/Taxes payable by contractor)                                                                   : Applicable. 
Clause 38: Conditions for reimbursement of levy/taxes if levied after receipt of tender  : Not applicable. 
Clause 39:( Termination of contract on death of contractor)                                              : Applicable 
Clause 40:( If relative working in the department then contractor not allowed to tender) : Applicable 
 
Clause 41:( No gazetted engineer to work as contractor within one year of retirement) : Applicable 
Clause 43: Compensation during war situations                                                               : Not applicable 
 
 

SPECIAL CONDITIONS FOR CONTRACTOR’S OWN DESIGN  
 

1 The contractor shall use a manual or computerized design software and design solar water 
pumping scheme with the following given data: 

a) Number of stage   : Single Stage 

b) Number of Sets   : 2 sets (1 working + 1 Standby)  

c) Water demand    : 30 KLD   

d) Pumping hours   : 5 hrs. per Day 

e) Static head    : 274 m  

f) Size of pumping main   :  65 mm Ø. GI pipe (M) 

g) Length of pumping main  :  4000 m 

h) Solar Plant Capacity   : Minimum 1.6 Times of Motor Kw. 

i) Solar Plate structure    : GI/Steel Structure. 

 

2 The designed output data shall be submitted with all designed parameters along with the tender 
document. The tenderer shall submit comments/notes on the design methodology stating the 
feasibility for the project.  

3 The comments/notes on design will be checked by the engineer-in-charge of the department and 
the tender will be accepted and work order will be issued by the competent authority only after 
verification and accepted by competent authority that the design submitted fulfill the 
requirements of the scheme. 

4 The contractor shall submit three copies of detailed design and drawing of the architectural, 
structure, piping works and hydraulics within 10 days of acceptance of tender. 

5 The design engineer will be required to attend the office of engineer-in-charge for preliminary 
discussion for scrutiny, remarks, etc. whenever required with all reference data, books, IS 
specification etc. at his own cost. 

6 It will be binding on the design engineer of contractor to clarify, modify, redesign and drawings 
in accordance with scrutiny remarks made by the department within 5 (five) days of 
communication of remarks. 

7 On approval of design, contractor shall supply free of cost four (4) sets of design and drawing 
duly bound for use of the department. The contractor shall also furnish the sheet along with 
program of execution for completion of work within the time limit stipulated in the tender. 
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8 Security deposit of the tender shall be forfeited if he fails to modify his design as per scrutiny 
remarks within specified time after levy of compensations as per tender agreement. 

9 Even though the design and drawing submitted by the contractor are approved by department, the 
contractor will not be relieved of his contractual obligations to hand over the structure in sound 
condition duly tested. 

10    In case of any damage / failure either during construction testing or after commissioning, whether 
due to faulty design or defective construction all repairs or reconstruction of the structure shall 
have to be carried out by the contractor, entirely at his risk and cost. 
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GENERAL SPECIFICATIONS  
 

1 Materials and methods of construction for all civil works shall be as per relevant Indian standard 
specification; part of which are incorporated in the standard specification of PHED and MPWD 
and all will be followed during the execution of the work. The work shall be executed as per the 
guidelines and provisions of B.I.S. All materials shall conform to Indian standard code of 
practice National Building Code and CPHEEO manual to maintain quality of work. 

2 All materials to be used shall conform to the relevant specifications as per the latest version of 
the Indian Standards, unless otherwise stated in the detailed specifications of items of work. A set 
of specimen samples of all approved materials shall be kept in bottle or otherwise at site, cost of 
which is to be borne by the contractor.  

3  Water required for the execution of the work and for the water tightness test of water retaining 
structure shall be supplied by the contractor at his own cost in satisfactory manner to the 
engineer-in-charge of work. 

3.1 Approach Road, if required, shall be made by the Contractor at his own cost.  
 
4 The source from which sand is to be obtained shall be subjected to the approval of engineer-in-

charge. The sand shall be clean, sharp and gritty to touch and be freed from earth and other 
impurities by washing. The sand shall be washed to such a degree that when a handful is mixed 
with clean water in a glass and allowed to stand for an hour the precipitate of mud over the sand 
shall not exceed 5%. 

5 Cement mortar 
The mortar shall consist of cement and sand mixed in proportion defined in relevant schedule 
item for various item of work. Only measured quantity shall be used. The sand shall be shoveled 
in a wooden measure of a clean masonry platform, after removing the measure box and spreading 
out sand if necessary, the cement (in required proportion) shall be emptied on the top of sand.  

The sand and cement shall be then turned over with shovels once dry and made into the form of a 
hollow cone; into this water can be poured and the whole shall then be turned over completely 
twice. The color and consistency shall at this stage be quite uniform, if not, further turning shall 
be done.  

Water shall be added by measured quantities if the engineer so direct. Only such quantities of 
mortar shall be mixed at one time as can be used at once before it can set. No mortar, which has 
once caked or begun to set, shall be used, nor shall such mortar be remixed; but it shall be 
removed from the site of the work immediately.  

6      Cement concrete 
The concrete shall consist of an aggregate of the proportion by volume defined in relevant 
schedule item or work. Only measured quantity shall be used.  

7 Laying 

        The cement, sand and stone chips shall be mixed properly in mechanical mixer in such a manner 
as to avoid loss of water. The concrete shall be mixed for minimum period of 2 minutes or unit it 
is of even colour and uniform consistency throughout. As soon as the concrete is mixed it should 
be removed to the work site with conveyor or pipe rapidly as practicable. The concrete laid will 
be vibrated for compaction by the vibrators. Slum test will be carried at site during execution of 
work. 
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8 Curing 

         The concrete laid shall not be disturbed and shall be kept thoroughly damped by means of wet 
matting and sand until it shall have become thoroughly set and hard enough to prevent its drying 
and cracking.  

The aggregate shall consist of stone ballast of quality approved by engineer-in-charge and shall 
consist of graded size 20 mm and down wards as per specification or the size mentioned in the 
item description. Curing period for PCC shall be 14 days minimum. Use of curing compound 
shall be opted as per manufacturer’s specification. 

9 Cement Plaster 
 12 mm thick cement plaster in (1:3) proportion shall be applied on outside surface of all concrete 

works from 30 cm below ground level up to top. The surface in contact with water will have 15 
mm thick cement plaster of not less than (1:3) proportion with 3% water proofing compound. 
The concrete surface shall be properly hacked, washed, cleaned and applied with thick cement 
slurry before applying. All brick work unless otherwise specified will be plastered externally and 
internally with 12mm cement plaster (1:3) proportion. 

 The plaster shall be protected from sun, rain and frost at the contractor’s expense by such means 
as the engineer may approve.  

 To protect the plaster from the sun, ordinarily the whole surface shall be covered with wet sacks. 
The contractor shall keep the plaster continuously waited for a period of seven days after 
application.  

10 Painting 
 All cement shall have two coats of synthetic enamel paint over a coat of priming as specified by 

the manufacture of the paint.  

 The make, shade and color of the paints shall have to be approved by the Engineer-in-charge 
before use. 

11 Inspection 
 The contractor should get the pump and machineries, etc. inspected by authorized officer before 

installation. Materials will not be considered acceptable without inspection-cum-acceptance 
certificate of approved PHED inspection personnel.  

 
12 Completion Drawings: 

         The contractor shall furnish, on completion of the work and handing over the same to the 
Department, three sets of print plans, showing the working detail of the several components, units 
of the plant and equipment, part catalogue with rates. 
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DETAILED SPECIFICATION OF WORKS 

HUALTU WATER SUPPLY SCHEME 

The Scope of Work shall comprise the following items as per the Schedule of Quantities, approved 
drawings, Criteria for Design of Solar Pumping System, Criteria for Design of RCC Water 
Retaining Structures, Technical Specifications and other conditions of the Contract. 

The work shall be executed on a Design, Supply, Installation, Testing and Commissioning (DSITC) 
basis. The Contractor shall be responsible for all works necessary for completion and successful 
operation of the system, whether or not every incidental item is separately mentioned in the Schedule 
of Quantities. 

1. Survey, Investigation and Feasibility 

i. The Tenderer shall visit the proposed project site at his own cost and carry out necessary site 
survey, investigation and techno-economic feasibility assessment for the Solar Pumping 
System, RCC Sump, Zonal Tank and associated works. 

ii. The Tenderer shall obtain a Site Visit Certificate from the concerned JE, duly verified by 
the SDO, and submit the original certificate with the Technical Bid. The certificate shall be 
accompanied by photographs of the Tenderer's authorized representative at the proposed site, 
showing the Latitude and Longitude of the location. 

iii. The survey shall verify the site conditions, levels, pumping-main alignment, available area 
for the solar plant, location of the sump and zonal tank, accessibility, drainage and other 
information required for the design. 

iv. Survey, investigation, feasibility study and preparation of the Survey Report shall be treated 
as a pre-requisite for tender submission and execution. No separate payment shall be made 
for these activities. 

 

2. Design and Engineering 

i. The Contractor shall undertake the complete design and engineering of the Solar Pumping 
System, 75,000 litre RCC Sump, 2,00,000 litre RCC Zonal Tank, pumping main and all 
associated works in accordance with the respective Design Criteria and Technical 
Specifications. 

ii. The Solar Pumping System shall be designed using appropriate computer-based solar and 
hydraulic modelling software based on the surveyed site conditions and shall demonstrate 
compliance with the specified water demand, including the leanest-month requirement. 

iii. The Contractor shall submit the complete design, calculations, drawings, solar simulation, 
pump characteristics and other documents specified in the Criteria for Design of Solar 
Pumping System. 
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iv. The RCC Sump and Zonal Tank shall be designed in accordance with the Criteria for 
Design of RCC Water Retaining Structures, including structural calculations, reinforcement 
details, water-tightness provisions and all required appurtenances. 

v. The Department shall scrutinize the submitted design and only designs found technically and 
economically feasible and compliant with the prescribed criteria shall be accepted. 

vi. Survey and design shall form part of the Contractor's obligations and no separate payment 
shall be made for design and engineering. 

 

3. Solar Pumping System 

The Contractor shall undertake the complete: 

i. Supply, installation, testing and commissioning of 2 Nos. solar pumpsets – 1 Working + 1 
Standby, complete with motors, solar pump controllers and all accessories. 

ii. Supply, installation, testing and commissioning of the complete Solar Photovoltaic (SPV) 
Power Plant, including PV modules, mounting structures, controller/MPPT, protection devices 
and all associated accessories. 

iii. Supply and installation of complete pump control and protection system, including level 
control, pressure switch/gauge, double dry-run protection and other protection devices as 
specified in the Design Criteria. 

iv. Supply and installation of complete earthing, lightning protection, surge protection, 
auxiliary power supply and solar security lighting systems. 

v. Supply, installation and testing of all power, control and communication cables required for 
the system. Cables shall be appropriately sized and protected by heavy-duty PVC 
casing/conduit pipes wherever required by the approved design and site conditions. 

vi. Provision of a remote monitoring and data-logging system for monitoring the principal 
operating parameters of the Solar Pumping System. 

vii. Solar photovoltaic modules: 
 Module supplied with the SPV water pumping system shall have certificate as per IS 

14286/IEC 61215 specification or equivalent national or international/standards. The 
name plate shall conform to IS 14286/IEC 61215. STC performance data supplied with 
the modules shall not be more than one year old. 

 Modules must qualify to IEC 61730 part I and Part II for safety qualification testing. 

 There should be automatic cleaning device for solar PV modules. 

 There should be a name plate fixed inside the module which will bear the following 
specifications:  

a. Name of manufacturer 
b. Model number  
c. Serial number 
d. Year of manufacture 
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viii. Warranty: 

e. PV modules must be warranted for output wattage, which should not be less 
than 90% at the end of 10 years and 80% at the end of 25 years. 

f. Whole system including pump set shall be warranted for 5 years. Solar 
pumping systems must be warranted against any 
manufacturing/design/installation defects for a minimum period of 5 years. 

g. Sufficient spares for trouble free operation during warranty period shall be 
made available as and when required. 

h. A warranty card for modules and motor pump set should also be provided to 
beneficiary at the time of handing over of the system. 

4. RCC Clear Water Sump – 75,000 Litres 

The Contractor shall undertake the complete design, construction, testing and commissioning of 
the 75,000 litre capacity RCC Clear Water Sump, including: 

i. Excavation, foundation preparation and disposal of surplus earth; 

ii. RCC water-retaining structure complete with reinforcement, formwork and water-tight 
construction; 

iii. RCC roof/slab and all structural components; 

iv. Waterproofing/water-tightness provisions, construction joints and water-bars as specified; 

v. Inlet, outlet, overflow, scour/drain and other required pipe connections; 

vi. Manhole, cover, access ladder, ventilation and other required appurtenances; 

vii. Internal/external finishing and protective treatment as specified; 

viii. Testing for water-tightness and structural integrity; and 

ix. All associated civil, structural and piping works necessary for a complete and functional 
sump. 

The sump shall be constructed strictly in accordance with the approved structural design and 
drawings. 

 

5. RCC Zonal Tank – 2,00,000 Litres 

The Contractor shall undertake the complete design, construction, testing and commissioning of 
the 2,00,000 litre capacity RCC Zonal Tank, including: 

i. Site preparation, excavation and foundation works; 

ii. RCC water-retaining structure complete with reinforcement and formwork; 
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iii. RCC roof/slab and all structural components; 

iv. Water-tight construction, construction joints and water-bars; 

v. Inlet, outlet, overflow, scour/drain and other pipe connections; 

vi. Manhole, access ladder, ventilation and other required appurtenances; 

vii. Internal/external finishing and protective treatment; 

viii. Water-tightness and performance testing; and 

ix. All associated civil, structural and piping works required for a complete and functional 
Zonal Tank. 

The Zonal Tank shall be constructed strictly in accordance with the approved structural design 
and drawings. 

 

6. Pumping Main and Associated Works 

i. Separate NRV, Pressure gauge, Sluice Valve and Drain Valve each for the Pumpset must be 
provided at the delivery side of the Pumpset. 

 

7. Site Development, PCC Flooring and Fencing 

i. Site development, clearing, excavation, levelling, grading, disposal of surplus earth and other 
necessary civil works shall be carried out for the Solar PV Plant, Sump and Zonal Tank sites. 

ii. PCC flooring for the SPV Power Plant shall be provided as per approved drawings. 

iii. Proper site drainage shall be provided to prevent water stagnation and erosion. 

iv. Security fencing, including posts, wire mesh, gate and locking arrangements, shall be 
provided around the Solar PV Plant as decided by the Engineer-in-Charge. 

 

8. Testing and Commissioning 

The Contractor shall carry out complete testing and commissioning of the entire system, 
including: 

i. Solar PV Plant; 

ii. Pumpsets and motors; 

iii. Solar pump controller and protection systems; 
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iv. NRV, Sluice, Drain Valve etc. 

v. RCC Sump; 

vi. RCC Zonal Tank; 

vii. Electrical cables and protection systems; 

viii. Earthing and lightning protection; 

ix. Remote monitoring system; and 

x. All other associated works. 

The Contractor shall demonstrate satisfactory operation of the complete system and 
achievement of the approved design performance before commissioning and handing over. 

 

9. Operation and Maintenance 

i. The Contractor shall undertake complete Operation and Maintenance (O&M) for 5 (five) 
years from the Date of Completion/Commissioning wherein the cost of repair or replacement 
of Solar Plant & Solar Pumping Machineries shall be borne by the contractor against all defects 
or damages happened within the 1st 1 year of O&M period (Defect Liability Period). 

ii. O&M shall include routine/preventive maintenance, corrective/breakdown maintenance, 
cleaning of PV modules, servicing of pumps and controllers, inspection of electrical and civil 
works and maintenance of the remote monitoring system. 

iii. The Contractor shall submit quarterly O&M reports to the Department. 

iv. The Contractor shall maintain sufficient essential spares during the O&M/warranty period to 
ensure trouble-free operation of the system. 

10. Warranty 

i. The complete Solar Pumping System, including pumpsets, motors, controller and associated 
equipment, shall have a minimum 5-year comprehensive warranty against manufacturing, 
design, material, installation and workmanship defects. 

ii. PV modules shall carry the applicable manufacturer's performance warranty, with the 
minimum output guarantees specified in the Technical Specifications/Design Criteria. 

iii. Warranty certificates for major equipment shall be handed over to the Department at the 
time of commissioning. 

 

11. Training and Handing Over 

i. The Contractor shall provide training to the concerned Department/VWSC personnel in 
operation and routine maintenance of the Solar Pumping System, Sump and Zonal Tank. 
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ii. The Contractor shall furnish approved as-built drawings, design calculations, test 
certificates, equipment datasheets, warranties, O&M manuals and other relevant 
documents before final handing over. 

iii. After completion of the 5-year O&M period, the complete system shall be handed over to 
the Department/VWSC in satisfactory operating condition. 

iv. A tripartite handing-over agreement shall be executed at the time of final handing over, 
wherever applicable. 

 

12. Contractor's Overall Responsibility 

The Contractor shall be fully responsible for providing a complete, functional, safe and reliable 
Solar Water Supply System, including the Solar Pumping System, SPV Power Plant, 75,000 litre 
RCC Sump, 2,00,000 litre RCC Zonal Tank, valves, electrical works, civil works, protection 
systems, remote monitoring, testing, commissioning and 5-year O&M. 

Approval of the Contractor's design by the Department shall not relieve the Contractor of his 
responsibility for the adequacy, correctness, safety, durability and performance of the design and 
completed works. 

i. All materials, labour, transportation, equipment, tools, testing, commissioning and 
incidental works necessary for completion and successful operation of the system shall 
be deemed included in the Contractor's quoted rates unless specifically provided 
otherwise in the Schedule of Quantities 

 

CRITERIA FOR DESIGN OF RCC WATER RETAINING STRUCTURES 

75,000 Litres Capacity RCC Sump and 2,00,000 Litres Capacity RCC Zonal Tank 

The RCC Sump (75 kL effective capacity) and RCC Zonal Tank (200 kL effective capacity) 
shall be ground-level, circular RCC structures provided with flat RCC roof slabs. The design, 
materials, structural components, member sizes/thicknesses, and all mandatory 
appurtenances/accessories shall conform to the latest applicable version of the following codes, 
standards and manuals, as amended/revised from time to time: 

 IS 3370 (Parts 1 to 4) – Code of Practice for Concrete Structures for the Storage of Liquids, for 
structural design, limit-state and serviceability requirements, crack-width control, and water-
tightness. 
 

 IS 456 – Code of Practice for Plain and Reinforced Concrete, for general RCC design, concrete 
grade, durability, exposure classification, and detailing provisions not separately covered under 
IS 3370. 
 

 IS 1893 (Part 2) – Criteria for Earthquake Resistant Design of Structures, for seismic design 
including impulsive and convective (sloshing) mass response. 
 

 IS 1786 – Specification for High Strength Deformed Steel Bars for Concrete Reinforcement. 
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 CPHEEO Manual on Water Supply and Treatment – for storage capacity, hydraulic design, 
and appurtenance requirements. 

Concrete grade, water-cement ratio, reinforcement grade/detailing, wall/floor/roof 
thicknesses, cover, and crack-width control shall be governed by the exposure classification and 
limit-state provisions of the above codes, and shall in no case be less than the minimum 
requirements prescribed therein. Mandatory appurtenances shall include manhole, access ladder, air 
vent, inlet, outlet, overflow, and drain/scour pipes with water-tight structural penetrations, together 
with proper wall-floor and wall-roof junction detailing (ring beam/water bar where required by 
design). 

Complete structural design calculations shall be prepared and signed by a suitably 
qualified/authorised Structural Engineer and submitted to the Engineer-in-Charge for approval prior 
to commencement of construction. Approval by the Department/Engineer-in-Charge shall not 
absolve the Contractor/Designer of responsibility for the completeness, adequacy, structural safety, 
serviceability, durability, and water-tightness of the structures. 

All dimensions, thicknesses, and reinforcement quantities indicated in supporting design 
documents shall be treated as minimum tender requirements; where the approved design 
necessitates a higher/stricter provision, the same shall be adopted without compromising the 
specified minimum. 
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CRITERIA FOR DESIGN DRAWINGS OF RCC WATER RETAINING STRUCTURES 

75,000 Litres Capacity RCC Sump and 2,00,000 Litres Capacity RCC Zonal Tank 

 
Design drawings for the RCC Sump and RCC Zonal Tank shall be prepared strictly as 

per the approved structural and hydraulic design, and shall be complete, legible and adequate 
for construction, checking and record purposes. Drawings shall include the General 
Arrangement Plan, sectional and elevation views, clearly dimensioned internal/external 
diameters, wall and floor/roof thicknesses, and all critical levels — ground level, foundation 
level, tank floor level, Lowest Supply Level, Full Supply Level, freeboard, roof level and water 
depth — sufficient to demonstrate the specified effective storage capacity (75 kL for the Sump, 
200 kL for the Zonal Tank), exclusive of dead storage and freeboard, in accordance with the 
CPHEEO Manual/approved hydraulic design. 

Reinforcement details shall be fully shown for walls (inner/outer, vertical and 
circumferential), floor (top/bottom, both-way) and roof (both-way, top/bottom as required), 
with bar diameter, spacing, layers, lap length, development length and curtailment clearly 
indicated, consistent with the crack-width criterion under IS 3370 (Part 2). Clear cover shall be 
explicitly indicated for each member, face and layer. Enlarged typical sections/details shall be 
provided for the wall, floor, roof, manhole, air vent, access ladder, pipe penetrations (inlet, 
outlet, overflow, drain/scour), wall-floor and wall-roof junctions, construction joints, and water 
bar/water stop arrangements, together with ring beam, cross beam and column details where 
applicable. 

Structural notes shall state concrete grade, reinforcement grade, clear cover, water-
cement ratio, construction joint and water-stop details, curing requirements, design loads, and 
seismic design basis, in accordance with IS 3370, IS 456 and IS 1893 (Part 2), all as per the 
latest applicable version. A complete Bar Bending Schedule and Reinforcement Schedule, 
coordinated with the drawings and conforming to IS 2502, shall be furnished. All drawings 
shall bear a unique drawing number, appropriate scale, revision status, and shall be signed and 
stamped by the authorised Structural Designer. 

 

CRITERIA FOR DESIGN OF SOLAR PUMPING SYSTEM 

The work comprises the Design, Supply, Installation, Testing and Commissioning (DSITC) 
of a complete Stand-alone Solar Photovoltaic Water Pumping System for the Hualtu Water Supply 
Scheme. Complete responsibility for survey, investigation, hydraulic design, solar PV sizing, 
equipment selection, drawings, installation, testing and commissioning shall rest with the 
Contractor. The system shall be designed on the basis of a detailed site survey (establishing static 
head, pumping main length/route, and site latitude/longitude), hydraulic calculations, site-specific 
solar irradiation data, and a computer-based hourly/monthly annual solar-pumping simulation 
carried out using proven design software. 

The system shall be designed for an ultimate water demand of 30 m³/day, with a minimum 
pump discharge of 6.0 m³/hour at the approved duty Total Dynamic Head (TDH), through 2 
pumpsets (1 working + 1 standby, each independently capable of meeting the required duty), 
pumping via approximately 4,000 m of 65 mm Ø GI (Medium Class) pumping main, subject to 
verification by detailed survey. The preliminary static head is 274 m, subject to confirmation by 
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survey; the pump head shall not be arbitrarily fixed but shall be derived as Static Head + Friction 
Loss (by Hazen-Williams formula, with coefficient justified as per pipe material/CPHEEO 
guidance) + Minor Losses + Delivery/Residual Head (minimum 7 m residual). Complete hydraulic 
calculations, Hydraulic Grade Line, pressure-profile check at critical points, and water-
hammer/transient analysis shall be submitted. Pump and motor shall be selected from 
manufacturer's certified performance curves with the duty point marked, and 
pump/motor/controller efficiencies stated. 

Installed SPV capacity shall be determined through annual solar simulation but shall in no 
case be less than 1.6 times the rated electrical power of one working pumpset motor (excluding 
standby), with a higher capacity provided wherever the simulation shows it necessary to meet the 
required output, including in the leanest month. The simulation shall account for temperature, 
mismatch, soiling, cabling, controller/MPPT and shading losses, and shall report monthly and 
annual PV energy generation and water output. Solar PV modules and structures, controller (with 
MPPT and full complement of electrical/dry-run protections), power cables (sized and protected 
per approved calculations), earthing, lightning/surge protection, remote monitoring/data-logging, 
and site security (fencing, gate, lighting, signage) shall conform to the applicable IS/IEC standards 
(including IS 14286/IEC 61215, IS/IEC 61730) and sound engineering practice, as per the latest 
applicable version of each standard. 

The design shall be accompanied by detailed calculations, its relevant drawings, certified 
pump curve, motor and PV datasheets and certificates, complete solar simulation report with 
monthly/annual/lean-month water output, cable-sizing and voltage-drop calculations, earthing and 
lightning-protection design, PV layout, single-line diagram, control philosophy, remote-monitoring 
proposal, technical feasibility note, and the Design Engineer's certificate. The Contractor shall 
remain fully responsible for the adequacy and correctness of the design, and for rectification of any 
defects in design, material, workmanship or performance, notwithstanding departmental approval. 
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BILL  OF  QUANTITIES  
 

 
      (Rupees one crore forty lakh seven thousand six hundred eighteen) only. 

 
 

 
 

 

 

 

 

Sl. 
No. 

Description of Items Unit Qnty Rate (in Rs.) 

1 

Survey, design, supply, installation, testing & 
commissioning of solar water pumping system 2 
sets (1 working + 1 Standby) for Hualtu W.S.S 
(Solar Pumping) suitable for: 
1. Water demand                         = 30 KLD 
2. Static head                               = 274 m 
3. Pumping main dia                   = 65 mm GI (M) 
4. Length of pumping main        = 4000 m 
5. Design Pumping hrs. per day = 5 hrs. 
Including the following items : 

1. PCC flooring under solar panel 
2. Solar power plant minimum 1.6 times of 
Motor KW 
3. Control system 
4. Security lighting 
5. Power supply for lighting 
6. Security fencing for SPV 
7. Power cable from SPV to pump 
8. Solar Plate Structure should be GI/Steel 
structure 

 
Job 

 
 
 

 
1 
 
 
 

81,00,000.00 

2 
Site development and PCC Flooring.  
Site for Solar plant, control room, sump, zonal tank. 
PCC flooring of Solar Plant. 

Job 1 7,61,400.00 

3 
RCC Sump. Construction of RCC sump 75,000 
liters capacity. 

Job 1 13,78,000.00 

4 
Control Room. Construction of RCC structure 
control room near solar plant/Sump. Plinth area 
should be minimum 6.25 Sq.m. 

Job 1 2,70,000.00 

5 
Security fencing. Security fencing of Solar plant, 
control room and sump. 

Job 1 1,88,218.00 

6 
RCC Zonal tank. Construction of RCC zonal tank 
of 2,00,000 liters capacity. 

Job 1 33,10,000.00 

TOTAL 1,40,07,618.00 
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SCHEDULE OF QUANTITIES  ( SCHEDULE – A ) 

 
 
 
Quoted rate should be both in figure and words.  
 
 

 
(Rupees _________________________________________________________________) Only 

Note. Quoted amount is inclusive of all taxes as per prevailing rates. 

 

    Signature of tenderer with seal 

Sl. 
No. 

Description of Items Unit Qnty Rate (in Rs.) 

1 

Survey, design, supply, installation, testing & 
commissioning of solar water pumping system 2 
sets (1 working + 1 Standby) for Hualtu W.S.S 
(Solar Pumping) suitable for: 

1. Water demand                         = 30 KLD 
2. Static head                               = 274 m 
3. Pumping main dia                   = 65 mm GI (M) 
4. Length of pumping main        = 4000 m 
5. Design Pumping hrs. per day = 5 hrs. 
Including the following items : 

1. PCC flooring under solar panel 
2. Solar power plant minimum 1.6 times of 
Motor KW 
3. Control system 
4. Security lighting 
5. Power supply for lighting 
6. Security fencing for SPV 
7. Power cable from SPV to pump 
8. Solar Plate Structure should be GI/Steel 
structure 

 
Job 

 
 
 

 
1 
 
 
 

 

2 
Site development and PCC Flooring.  
Site for Solar plant, control room, sump, zonal tank. 
PCC flooring of Solar Plant. 

Job 1  

3 
RCC Sump. Construction of RCC sump 75,000 
liters capacity. 

Job 1  

4 
Control Room. Construction of RCC structure 
control room near solar plant/Sump. Plinth area 
should be minimum 6.25 Sq.m. 

Job 1  

5 
Security fencing. Security fencing of Solar plant, 
control room and sump. 

Job 1  

6 
RCC Zonal tank. Construction of RCC zonal tank 
of 2,00,000 liters capacity. 

Job 1  

TOTAL  
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QUALIFICATION INFORMATION 

 
 

The information to be filled in by the bidder in the following pages will be used for purposes of 
post qualification. This information will not be incorporated in the contract. 
1  Qualification Information of the Bidder 
 Constitution or legal status of bidder   : 
 [If any attach copy] 
 Place of registration     : 
 Principal place of business   : 
 Power of attorney of signatory of bid  : 
 [Attach copy] 
 
2  Experience in works of similar nature 
 

Work performed as prime contractor and work performed in the past as a nominated sub-
contractor will also be considered provided the sub-contract was involved in execution of all 
main items of work described in the bid document, provided further that all other qualification 
criteria are satisfied (in the same name) on works of similar nature over the last five years 
(immediately preceding the financial year in which bids are received). Authenticated 
Completion Certificate from competent authority may be enclosed for reference. 
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Date of 
issue of 

work 
order 

Stipulated 
period of 

completion 

Actual 
date of 

completion 

Remarks 
explaining 

reasons 
for delay  

         

         

         

 
3  Availability of key contractor’s equipment essential for carrying out the works. The bidder 

should list all the information requested below. 
 

It
em

 o
f 

eq
ui

pm
en

t Requirement 
Availability 

proposal 
Remarks 

No Capacity Owned/leased Supporting documents 
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4  Qualification and experience of key personnel for administration and execution of contract  
 work and also for maintenance. 
 

Name 
Contact 
number 

Qualification 

Year of 
experience 
in general 

work 

Year of 
experience in 

similar work with 
supporting 
documents 

     

     

     

     

 
5 Proposed sub-contracts and firms involved. 
 

Sanction of the work Value of sub-contract 
Sub-contractor  

(Name & address) 

Experience in similar 

works 

    

    

    

    

 
 
6  Financial reports for the last 3 (three) years : Balance sheets, profit and loss statements,  
 auditors reports, etc. List them below and attach copies 
 

Financial  
Information 

Historical information for the last 3 years from 
____________ to ______________ 
 

Yr 1 Yr 2 Yr 3 Average 
Total assets     

Total liabilities     

Net worth     

Current asset     

Current liabilities     
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7  Information on litigation history in which the bidder is involved 
 

Other parties Employer 
Cause of 
dispute 

Amount involved 
Remarks  

(present status) 

     

     

     

     

 
8  Proposed work method and schedule. The bidder should attach design, drawings and charts 
 as necessary to comply with the requirements of bidding documents. 
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POWER OF ATTORNEY FOR SIGNING OF BID 
 

 
Know all men by these presents, We…………………………………………….. (name of the 

Bidder/Firm and address of the registered office) do hereby irrevocably constitute, nominate, appoint and 
authorize Mr./ Ms (name), …………………… son/daughter/wife of…………………… and presently 
residing at…………………., who is presently employed with us as our true and lawful attorney (hereinafter 
referred to as the “Attorney”) to do in our name and on our behalf, all such acts, deeds and things as are 
necessary or required in connection with or incidental to submission of our BID(s) for the ______________ 
[name of Work] proposed by the ________(name of Department) including but not limited to signing and 
submission of all BIDs, and other documents and writings, participate in conferences/ meetings and 
providing information/ responses to the Authority, representing us in all matters before the Authority, 
signing and execution of all contracts and undertakings consequent to acceptance of our bid[s], and 
generally dealing with the Authority in all matters in connection with or relating to or arising out of our bid 
for the said Work[s] and/ or upon award thereof to us and/or till the entering into of the contract with the 
Authority.  
 
AND we hereby agree to ratify and confirm and do hereby ratify and confirm all acts, deeds and things 
lawfully done or caused to be done by our said Attorney pursuant to and in exercise of the powers conferred 
by this Power of Attorney and that all acts, deeds and things done by our said Attorney in exercise of the 
powers hereby conferred shall and shall always be deemed to have been done by us.  
 
In witness whereof we, …………………………., the above named principal have executed this power of 
attorney on this ……… day of…. 2  
 
For  
(Signature)  
(Name, Title and Address)  
Witnesses:  
1.  
2.  
……………………………  
(Signature)  
(Name, Title and Address of the Attorney)  
(Notarised)  
Person identified by me/ personally appeared before me/  
signed before me/ Attested/ Authenticated*  
(*Notary to specify as applicable)  
(Signature, Name and Address of the Notary)  
Seal of the Notary  
Registration Number of the Notary  
Date:__________ 

Notes: 1. The mode of execution of the Power of Attorney should be in accordance with the procedure, if 
any, laid down by the applicable law and the charter documents of the executant(s) and when it is so 
required, the same should be under common seal affixed in accordance with the required procedure.  

1. Also, wherever required, the BIDDER should submit for verification the extract of the charter 
documents and documents such as a resolution/ power of attorney in favour of the person executing 
this Power of Attorney for the delegation of power hereunder on behalf of the BIDDER.  
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BID SECURITY DECLARATION FORM 

 

(The Bidder shall complete in this form in accordance with the instructions indicated) 

 Date :…………………………………………(insert date as day, month and year) of bid submission 

 Tender No…………………………………………………  

 To: 

 

 We/I, the undersigned, declare that:- 

 1  We/I understand that, according to your conditions, bids must be supported by a Bid Security 
Declaration. 

2  We/I accept that we will automatically be suspended from being eligible for bidding in any 
contract under your department for a period of 2 (two) years upon receipt of your blacklisting order, if 
i/we are in breach of our obligation(s) under the bid conditions, because i/we:-  

a) withdraw our bid during the period of bid validity specified or  

b) having been notified of the acceptance of our bid by the purchaser during the period of bid validity, 

 i) fail or refuse to execute the contract, if required, or 

 ii) fail or refuse to furnish the performance guarantee 

 3            I/we understand that this Bid Security Declaration shall expire if we are not the successful 
bidder, upon the earlier of 

i) our receipt of a copy of your notification of the name of successful bidder, or 
ii)  twenty-eight days after the expiration of our tender  

 

 

Signed:  

Name: ………………………………………………………………  

Date : …………………………….  

 

 

 
 
 
 



  Page No.39 

INTEGRITY DECLARATION 
(Declaration to be made by the Bidder/Contractor) 

 
 
 

I, _________________________________ (Bidder’s name) hereby declared that: 
 

1) _________________________________ (name of the firm) has not been blacklisted or debarred in 
the past by the Central/State Government or organization or from taking part in Government tenders in 
India or has been debarred on _________________ by Govt. of Mizoram/Govt. of India but the 
debarment has been withdrawn w.e.f. ______________ and has not been debarred till date. 
 
2) No employees of the firm have direct relationship/relative(s) with officials dealing with the file 
connected with the tender being invited. (In case, if any employees of the firm have direct 
relationship/relative(s) with the officials, the same shall be disclosed by the bidder along with this 
declaration in form A) 
 
3) No employees of the Firm were involved in any illegal activities. 
 
4) I have read, understood and comply with the procurement rules, regulations and procedures. 
 
5) I will provide accurate, complete and truthful information in my bid. 
 
6) I will not engage in any collusive or anti competitive behaviour. 
 
7) I will not offer or give any bribes, gift, or other improper benefits to influence the procurement 
process. 
 
8) I will maintain the confidentiality of all procurement information. 
 
9) I will not contact or influence any procurement officials or decision-makers improperly. 
 

I understand that any breach of this declaration may result in disqualification from the 
procurement process, and I may be subject to further action. 

 
“Relative for the purpose of this declaration includes father including step-father; mother including step 
mother; son including step-son; daughter-in-law; daughter; son-in-law; brother including step-brother; 
sister including step-sister” 
 
 
 

 
 
 
Name & Signature of Bidder with seal 
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FORM – A 
 
Sl. No. Name of employees Name of official dealing with the file Relationship with the file 

    

    

    

 
 
Date: ________________________ 
 
 
 
 
 
 
 
 

Name & Signature of Bidder with seal 
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(To be written in the Company’s Letterhead) 
CERTIFICATE OF UNDERSTANDING 

 
Bid No.              : --------------------------- 

Name of work   :  --------------------------- WSS 
 

To: 

………………………………..(Employer) 

 

………………………………. (Address) 

 

 

Dear Sir, 

We, <Name of manufacturer>, are official manufacturer/dealer of <Name of Product> 
having factories at ……………………………………………………….The machinery tendered by 
<name of Bidder> is manufactured by us and is within our range of production.  

We further affirm that we are willing to sell our product to <name of bidder> and shall 
extend support in installation, testing and commissioning at site including supports in after sales 
services as deemed necessary. 

 

 

 

Signed ………………. 

Name……………….. 

Designation……………… 

Seal…………………….. 

 


